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Roll-On Base Instructions

Position the Roll-On Base directly in front of one of your wheels.

Slowly drive on the Roll-On Base. Stop in the center and put your 
vehicle in park, or put on your Emergency Brake for manual transmis-
sions. If you feel you are not in the center of the Roll-On Base, allow 
your car to settle into the base by putting it in neutral and letting your 
foot off the brake.  Once your tire is centered, put your vehicle in park, 
or put on your Emergency Brake for manual transmissions.

Classic Model: Bolt your changer to the Roll-On Base as shown in the 
drawing below, using the supplied 1” x 1/2” bolts. Unbolt the Frame 
Arm Assembly and rotate it clockwise one bolt position. Rebolt the 
Frame Arm Assembly in this postion. 

Jr Pro Model: Bolt your changer to the Roll-On Base with the front of 
the tire changer facing the vehicle, using the supplied 1” x 1/2” bolts. 
Unbolt the Frame Arm Assembly and rotate it counter-clockwise one 
bolt position. Rebolt the Frame Arm Assembly in this postion. 

Cycle Hill Tire Changer: Bolt the changer down to the 4 center holes 
on the base, using the supplied 1” x 1/2” bolts. No other adjustments 
are necessary.

MAX LOAD 3000LBS/1363KG

Classic Model Tire Changer Jr Pro Model Tire Changer

Classic Model Tire Changer Jr Pro Model Tire Changer Cycle Hill Tire Changer

Back Post Position
Back Post Position

TM


